Duct

Duct w/o box

Immersion w/ fabricated well
Immersion w/ machined well
Immersion w/o well

Copper Averaging

Strap

QOutdoor Air

Raw Potted Sensor

Raw w/6’ Leads

Bullet Probe

A/592 248 to 378 uA

A/592-10K 2.49 to 3.78VDC
Product shown: ACI's Plastic Box

ce KB

200295750

N ~ L - S CE exception: Averaging units and any other configuration with leads longer than 3 meters.

SEMICONDUCTOR
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Made in the U.S.A.

ACT website: www.workaci.com ™ Phone: 1-888-967-5224



TEMPERATURE

SEMICONDUCTOIR

SPECIFICATIONS

Supply Voltage

Accuracy
Repeatability
Linearity

Offset

Temperature Coefficient
Temperature Coefficient

Operating Temperature Range

General Mounting

+4 to 30 VDC

A/592 - 1 uA/oC (0.556 uA/OF)
A/592-10K - 10 mV/C (5.556 mV/°F)

+/- 1.26°F @ 77°F (+/- 0.70°C @ 25°C)
+/-0.18°F (+/- 0.10°C)
+/-0.27°F max from 32 to 158°F

-13 to 221°F (-25 to 105°C)

+/- 4°F max (+/- 2.2°C max)

Automation Components, Inc.

Select sensor series,

configuration, length,
enclosure & lead wire
if needed.

The orange outlines indicate
related characteristics

*See Thermowell data sheet
for proper well selection for
all Immersion related sensors.

BUILD YOUR PRARTH

A/592 -

47 - PB

A/592 (D) Duct 4”7, 8", 12", 18" PB, GD, BB, 4X, EH | (----)

A/592-10K (DO) Duct w/o box 4", 87, 12", 18" (=) 6'CL2P, 10°CL2P, 20°CL2P
(I) Immersion w/ fabricated well | 2.5% 47, 6" PB*, GD, BB, 4X, EH | (----)
(IM) Immersion w/ machined well | 2.5% 4", 6” PB*, GD, BB, 4X, EH | (----)
(INW) Immersion w/o well 2.5%, 4", 6" PB*, GD, BB, 4X, EH | (----)
(A) Copper Averaging 8, 12/, 24’ PB, GD, BB, 4X, EH | (----)
(Ss) Strap (----) PB*, GD, --, 4X, -- | (----)
(0) Outdoor Air (----) --, ==, BB, 4X,EH | (----)
(W) Raw Potted Sensor (----) (----) (===-)
(W-6") Raw w/6" Leads (----) (----) (--=-)
(BP) Bullet Probe (----) (--=-) (-—---)

Duct Immersion

CONFIGURATION OPTIONS (Table B)

Copper Averaging

Strap Outside Air

Raw Potted Sensor

Q

Raw 6’ leads

Bullet Probe

ENCOSURE OPTIONS (Table D) available options shown on the same line as their corresponding configurations

(4X) NEMA 4X
*The ACI plastic box (PB) is
( BB ) NEMA 3R rated for application environments
(GD) Galvanized Box ranging from -4 to 196°F (-20
. < to 91°C), the box is shown with
(EH) Euro Housing (weather tight) an immersion adapter.
(PB) Plastic Box
NEMA 4X NEMA 3R Galvanized Box Euro Housing Plastic Box
| The NEMA 4X enclosure has a UL94-V2 flammability rating. | | The Euro Housing enclosure has a UL94-V0 flammability rating.

Automation Components, Inc.

2305 Pleasant View Road

Middleton, Wisconsin 53562



